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Models Indoor unit TWE240FD

Outdoor unit TTA240FD

Electrical Data Power Supply V/ph/Hz 380-415/3/50

Performance Data Cooling Capacity Btu/h 240,000

EER Btu/h/W 11.86

CFM 8,000

Indoor Units

Expansion Device Type Thermostatic Expansion Valve

Fan Type Forward Curve Centrifugal Fan

Fan Motor Output Hp 5.5

Qty x RLA A 8.56

Drain Connection Size mm 25.4

Type Steel - MPT Plastic - FPT

Dimensions H x W x D mm 1,751x2,210x702

Weight kg 361

Outdoor Units

Compressor Type Hermetic Scroll

Qty x RLA A 2 x 16.00

Fan Motor Qty x RLA A 2 x 1.20

Dimensions H x W x D mm 1,070x1,042x953 1,050x2,200x1,050

Weight kg 462

Piping Connection 
Type

Shut-off Valve - Braze Connection

Refrigerant Pipe 
Size

Liquid in 1/2 *

Suction in

TTH060FD

TTA060FD

62,100

12.51

2,000

0.75

1.61

25.4

520 x 1,406 x 916

92

7.40

1.06

164

1/2

1-1/8

TTH120FD

TTA120FD

128,700

12.52

4,000

2.0

3.48

25.4

798x2,059x1,260

172

16.00

2 x 1.06

382

1/2

1-3/8 1-3/8 *

Refrigerant R407C - Holding Charge

Note:   1. Capacity is rated at ARI conditions of 80 /67 FDB/FWB for Indoor & 95 FDB for Outdoor

             2. Outdoor unit dimensions depth is not included the dimensions of unit ’s legs.

3. Product design and specification are subject to change without notice.

            4. ( * ) Refrigerant pipe size of TTA240FD is for dual circuit type.
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